
  
 
 
 
__________________________________________________________________________________________ 
 
FOR:   City of Novi Zoning Board of Appeals      MEETING DATE:  July 8, 2025 
 
REGARDING:   27600 Novi Road Suite 101 #50-22-14-100-042 (PZ25-0027) 
 
BY:  Alan Hall, Deputy Director Community Development 
__________________________________________________________________________________________ 
 
 
 
Applicant 
Dick’s Sporting Goods 
  
Variance Type 
Dimensional Variance 
 
Property Characteristics 
Zoning District:   This property is zoned Regional Center (R-C) 
 
Location:   south of Twelve Mile Road, east of Novi Road 
 
Parcel #:    50-22-14-100-042 
 
Request  
The applicant is requesting a variance from the City of Novi Zoning Ordinance 
Section 5.7.3.F.ii to allow a Correlated Color Temperature of 5,700K for the outdoor 
activity space (3,000K maximum, variance of 2,700K).   
 
:   
 
The applicant is seeking a dimensional variance regarding the color temperature of their new lights.  
 
The graphics provided here are intended to provide  
some context to their request. 
The lower the “K” (or kelvin) the warmer the light 
(or more yellow in the light emitting appearance) 
 
The request is for a “whiter” light color than what the ordinance allows which is more in keeping with 
a sports field function. 

 

ZONING BOARD OF APPEALS 
STAFF REPORT 

 

I. GENERAL INFORMATION: 

COMMUNITY DEVELOPMENT DEPARTMENT 
 
45175 Ten Mile Road 
Novi, MI 48375 
(248) 347-0415 Phone 
(248) 735-5600 Facsimile 
www.cityofnovi.org 
 

II. STAFF COMMENTS: 
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The Zoning Board of Appeals may take one of the following actions: 
 

1. I move that we grant the variance in Case No. PZ25-0027, sought by 
________________________________, for ________________________________________ 
because Petitioner has shown practical difficulty requiring ____________________ 
____________________________________________________________________________
____________________________________________________________________________. 
 

(a) Without the variance Petitioner will be unreasonably prevented or limited 
with respect to use of the property because ___________________________ 
______________________________________________________________________ 
______________________________________________________________________. 
 

(b) The property is unique because________________________________________ 
______________________________________________________________________
______________________________________________________________________. 
 

(c) Petitioner did not create the condition because________________________ 
______________________________________________________________________ 
______________________________________________________________________. 
 

(d) The relief granted will not unreasonably interfere with adjacent or 
surrounding properties because________________________________________ 
______________________________________________________________________  
______________________________________________________________________. 
 

(e) The relief if consistent with the spirit and intent of the ordinance because 
______________________________________________________________________ 
______________________________________________________________________. 
 

(f) The variance granted is subject to: 
 

1. __________________________________________________________. 
2. __________________________________________________________. 
3. __________________________________________________________. 
4. __________________________________________________________. 

 
 
 
 
 

III. RECOMMENDATION: 
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2. I move that we deny the variance in Case No. PZ25-0027 sought by 
_____________________________________, for ___________________________________ 
because Petitioner has not shown practical difficulty requiring_________________ 
____________________________________________________________________________  
____________________________________________________________________________. 

 
(a) The circumstances and features of the property including ______________ 

______________________________________________________________________ 
are not unique because they exist generally throughout the City. 

 
(b) The circumstances and features of the property relating to the variance 

request are self-created because _____________________________________ 
______________________________________________________________________
______________________________________________________________________. 

 
(c) The failure to grant relief will result in mere inconvenience or inability to 

attain higher economic or financial return based on Petitioners 
statements that _______________________________________________________ 
______________________________________________________________________
______________________________________________________________________. 

 
(d) The variance would result in interference with the adjacent and 

surrounding properties by _____________________________________________ 
______________________________________________________________________ 
______________________________________________________________________. 

 
(e) Granting the variance would be inconsistent with the spirit and intent of 

the ordinance to _____________________________________________________ 
______________________________________________________________________ 
______________________________________________________________________.  

 
 
 
Should you have any further questions with regards to the matter please feel free to 
contact me at (248) 347-0417. 
 
Alan Hall – Deputy Director Community Development - City of Novi 
 
 
 













VERTICAL RELIEF WITH THE SOURCE OF INFORMATION:
VERTICAL DATUM NAVD88
BENCH MARKS:
BM #1
ATOP NE BOLT OF "GREEN AREA 21" LIGHT POLE BASE
ELEVATION: 911.01

BM #2
FOUND CUT X ON E. SIDE OF LIGHT POLE BASE FOUNDATION
SOUTH END OF CURB ISLAND BETWEEN ACCESS RD. AND 12 MILE
RD.
ELEVATION: 911.80

BM #3
ATOP NE BOLT OF GOLD AREA 31 LIGHT POLE BASE
ELEVATION: 929.08

I, TED FEENSTRA, A LICENSED PROFESSIONAL ENGINEER OF MICHIGAN, HEREBY CERTIFY THAT
THE CIVIL ENGINEERING PLANS WERE PREPARED ON BEHALF OF DICK'S SPORTING GOODS
BY  V3 COMPANIES, LTD. UNDER MY PERSONAL DIRECTION. THIS TECHNICAL SUBMISSION IS
INTENDED TO BE USED AS AN INTEGRAL PART OF AND IN CONJUNCTION WITH THE
PROJECT SPECIFICATIONS AND CONTRACT DOCUMENTS.

DATED THIS             DAY OF                             , A.D., 2025.

MICHIGAN LICENSED PROFESSIONAL ENGINEER
MY LICENSE EXPIRES ON SEPTEMBER 20, 2025
LICENSE NO. 6201060609

NO SCALE

PROJECT TEAM

ENGINEER

OWNER/DEVELOPER

FOR

V3 Companies, Ltd.
7325 Janes Avenue

Woodridge, Illinois  60517
630 724 9200

Principal: Ted Feenstra. P.E.
tfeenstra@v3co.com

Project Manager: Ryan Wagner. P.E.
rwagner@v3co.com

Design Engineer: Mary Rokicki
mrokicki@v3co.com

27600 NOVI ROAD

TITLE SHEET
PRELIMINARY DEMOLITION PLAN
PRELIMINARY OVERALL SITE PLAN
PRELIMINARY LAYOUT AND PAVING PLAN
PRELIMINARY GRADING PLAN
PRELIMINARY EROSION CONTROL & LANDSCAPE PLAN
PRELIMINARY UTILITY PLAN

C0.0
C1.0
C2.0
C2.1
C3.0
C3.1
C4.0

PRELIMINARY ENGINEERING PLANS

Dick's Sporting Goods
345 Court Street

Coraoplolis, PA 15108
312 402 2133

Contact:  Brian Bacik

CIVIL ENGINEERING PLANS

DICK'S SPORTING GOODS

NO SCALE

PROJECT
LOCATION

INDEX

ALTA/NSPS LAND TITLE SURVEY
LOCATION MAP
IMPERVIOUS EXHIBITS

2 Sheets

SUPPORTING DOCUMENTS

DRAWING NO.

C0.0
N:\2023\230787\Drawings\ACAD\LD\S03\Sheet Drawings\C0.0 Tsht230787.dwg 2/13/2025
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NOVI, MICHIGAN

ZONED RC: REGIONAL CENTER
BORDERED BY R-3: ONE-FAMILY RESIDENTIAL AND RC: REGIONAL CENTER

PID 50-22-14-100-042
CITY PROJ #: JSP24-31
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SEE DETAIL #3
SHEET #2

SEE DETAIL #2
SHEET #2
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N23°05'26"W
 84.63'(R)
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 84.62'(M

)

20' PLATTED EASEMENT
FOR STORM SEWER

BM #1
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CANOPY

CANOPY

BUILDING 0.4' NORTH
OF PROPERTY LINE

BUILDING 0.5' NORTH
OF PROPERTY CORNER
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CANOPY
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#22-14-100-069
LOT 18

FOUND
CHISELED "X"

C
2

N68°05'26"W 434.52'(R)  N68°06'40"W 434.53'(M)

N74°52'43"W(R)N74°56'05"W (C)108.93'(R&C)

S66°54'34"W(R) S66°53'33"W(C)  366.00'(R&C)

S26°29'48"W 7.09'(R)

S26°52'44"W 6.91'(M)

EXISTING
BUILDING

EXISTING BUILDING
TO BE REMOVED

EXISTING UTILITY
ROOM TO REMAIN
AND BE PROTECTED

EXISTING CANOPY
TO BE REMOVED 
(BY LANDLORD)

EXISTING TRASH
ENCLOSURE TO BE

REMOVED

EXISTING CURB AND
GUTTER TO REMAIN
AND BE PROTECTED

SANITARY SERVICE
TO BE CUT/CAPPED
AND ABANDONED IN

PLACE

EXISTING BUILDING
TO BE REMOVED

±10.5' OF EXISTING
BARRIER CURB TO
BE REMOVED

EXISTING TREES TO
REMAIN AND BE
PROTECTED (TYP)

DRAWING NO.

C1.0
N:\2023\230787\Drawings\ACAD\LD\S03\Sheet Drawings\C1.0 Demo230787.dwg 2/13/2025
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GRAPHIC SCALE

NOTES:
1. THE EXTENT OF DEMOLITION WORK IS AS GENERALLY SHOWN ON THE

CONSTRUCTION DOCUMENTS. SPECIFIC DEMOLITION PROCESSES OR
PROCEDURES FOR DEMOLITION AND STRUCTURAL CONSIDERATIONS ARE THE
RESPONSIBILITY OF OTHERS. DEMOLITION INCLUDES, BUT IS NOT LIMITED TO,
REMOVAL AND DISPOSAL OFFSITE OF THE FOLLOWING ITEMS:

· SIDEWALK AND ON-SITE PAVEMENT
· BUILDINGS, FOUNDATIONS, AND SUPPORTING WALLS AND SLABS
· UTILITIES
· CONSTRUCTION DEBRIS

2. ALL PAVEMENT TO BE REMOVED ADJACENT TO PAVEMENT THAT IS TO REMAIN
SHALL BE SAWCUT FULL DEPTH AT THE EDGES PRIOR TO REMOVAL TO OBTAIN A
"CLEAN" JOINT WHERE IT ABUTS NEW CURB OR PAVEMENT.

3. CONTRACTOR MUST RECEIVE APPROVAL FROM CIVIL ENGINEER AND
GEOTECHNICAL ENGINEER FOR THE MATERIAL TYPE AND USE IF CONTRACTOR
DESIRES TO REUSE DEMOLISHED SITE PAVEMENT AS STRUCTURAL FILL.

4. STRUCTURES TO BE DEMOLISHED SHALL BE VACATED AND DISCONTINUED FROM
USE PRIOR TO START OF WORK.  OWNER ASSUMES NO RESPONSIBILITY FOR
ACTUAL CONDITION OF STRUCTURES TO BE DEMOLISHED.  CONDITIONS EXISTING
AT TIME OF INSPECTION FOR BIDDING PURPOSES WILL BE MAINTAINED BY OWNER
IN SO FAR AS PRACTICABLE. HOWEVER, VARIATIONS WITHIN THE STRUCTURES
MAY OCCUR BY OWNER'S REMOVAL AND SALVAGE OPERATIONS PRIOR TO START
OF DEMOLITION WORK.

5. ITEMS OF SALVAGEABLE VALUE TO CONTRACTOR MAY BE REMOVED AS WORK
PROGRESSES AND AS APPROVED BY THE OWNER.   SALVAGED ITEMS MUST BE
TRANSPORTED FROM THE SITE AS THEY ARE REMOVED.  STORAGE OR SALE OF
REMOVED ITEMS ON SITE WILL NOT BE PERMITTED.

6. CONDUCT DEMOLITION OPERATIONS AND REMOVAL OF DEBRIS IN SUCH A
MANNER TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS
AND OTHER ADJACENT FACILITIES.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTION OF BUILDINGS,
PAVEMENTS AND UTILITIES TO REMAIN FROM ANY DAMAGE AND SHALL BE
RESPONSIBLE FOR REPAIRING THE SAME.

8. EXISTING UTILITIES, WHICH DO NOT SOLEY SERVICE STRUCTURES BEING
DEMOLISHED, ARE TO BE KEPT IN SERVICE AND PROTECTED AGAINST DAMAGE
DURING DEMOLITION OPERATIONS.  CONTRACTOR SHALL ARRANGE FOR
SHUT-OFF OF UTILITIES SERVING STRUCTURES TO BE DEMOLISHED.
CONTRACTOR IS RESPONSIBLE FOR TURNING OFF, DISCONNECTING, AND SEALING
INDICATED UTILITIES BEFORE STARTING DEMOLITION OPERATIONS.

9. EXISTING UTILITIES TO BE ABANDONED ARE TO BE CAPPED AT BOTH ENDS AND
FILLED WITH FA-1 OR APPROVED EQUAL.  ALL UNDERGROUND UTILITIES TO BE
REMOVED ARE TO HAVE THEIR TRENCHES BACKFILLED WITH ENGINEERED FILL OR
SELECT EXCAVATED MATERIAL, AS APPROVED BY THE GEOTECHNICAL ENGINEER,
TO 95% OF MODIFIED PROCTOR DENSITY.

10. ALL PRIVATE UTILITIES (ELECTRIC, CABLE, TELEPHONE, FIBER OPTIC, GAS) SHALL
BE REMOVED AND RELOCATED PER THE UTILITY OWNER AND THE LOCAL
MUNICIPALITY'S REQUIREMENTS.

11. CONTRACTOR SHALL LOCATE AND PROTECT EXISTING UNDERGROUND AND
OVERHEAD UTILITIES DURING CONSTRUCTION. UTILITY PROTECTION SHALL BE
COORDINATED WITH THE RESPECTIVE UTILITY OWNER AND THE GOVERNING
MUNICIPALITY. DAMAGED CABLES/CONDUITS SHALL BE REPLACED IMMEDIATELY.
ALL EXISTING STRUCTURES TO REMAIN SHALL BE PROTECTED THROUGHOUT THE
CONSTRUCTION PROCESS. ALL DAMAGED STRUCTURES SHALL BE REPLACED
IN-KIND AND THEIR REPLACEMENT COST SHALL BE CONSIDERED INCIDENTAL TO
THE CONTRACT.

12. REMOVAL, ABANDOMENT, AND RELOCATION OF EXISTING UTILITIES SHALL BE
COMPLETED AS GENERALLY DEPICTED ON THESE PLANS. CONTRACTOR TO
COORDINATE RELOCATIONS WITH THE UTILITY OWNER. CONTRACTOR SHALL
MINIMIZE DISRUPTION OF SERVICE AND SHALL WORK WITH UTILITY OWNER TO
MAINTAIN AN ACCEPTABLE LEVEL OF SERVICE.

13. USE WATER SPRINKLING, TEMPORARY ENCLOSURES, AND OTHER SUITABLE
METHODS TO MINIMIZE DUST AND DIRT FROM RISING AND SCATTERING IN THE AIR.
COMPLY WITH ALL GOVERNING REGULATIONS PERTAINING TO ENVIRONMENTAL
PROTECTION.

14. DEMOLITION DEBRIS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN A
LEGAL MANNER.

15. COMPLETELY FILL BELOW-GRADE AREAS AND VOIDS RESULTING FROM
DEMOLITION TO THE FINAL LINES AND GRADES SHOWN ON THE CONTRACT
DOCUMENTS.  BACKFILL MATERIAL SHALL BE IDOT APPROVED AGGREGATE (CA-6)
OR APPROVED EQUAL.

16. SEE LANDSCAPE PLANS FOR INFORMATION ON LANDSCAPE AND TREE
PROTECTION, PRESERVATION, AND REMOVAL.

17. EXISTING MONITORING WELLS ARE TO BE REMOVED AS NECESSARY AND SEALED
BY STATE LICENSED WELL DRILLER PER ILLINOIS DEPARTMENT OF PUBLIC HEALTH
REQUIREMENTS AND/OR LOCAL/COUNTY REQUIREMENTS.

18. THESE DRAWINGS DO NOT INCLUDE THE REMOVAL OF UNDERGROUND STORAGE
TANKS. SHOULD UNDERGROUND STORAGE TANKS BE ENCOUNTERED,
CONTRACTOR TO CONTACT OWNER AND ENGINEER TO DETERMINE
RESPONSIBILITY FOR ANY ENVIRONMENTAL REMEDIATION OR REMOVAL WORK AS
NECESSARY. ANY REMOVAL OF UNDERGROUND STORAGE TANKS MUST BE IN
CONFORMANCE WITH LOCAL AND STATE STANDARDS.DEMOLITION LEGEND

ASPHALT PAVEMENT REMOVAL
(FULL DEPTH)

CONCRETE PAVEMENT OR SIDEWALK
REMOVAL (FULL-DEPTH)

CONC. CURB/GUTTER OR UTILITY LINE
TO BE REMOVED

SAWCUT LINE

STRUCTURE/TREE TO BE REMOVED

BUILDING AND FOUNDATION TO BE
REMOVED (BY OTHERS)
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GRAPHIC SCALE

NOTES:
1.  ALL DIMENSIONS SHOWN ARE TO BACK OF CURB UNLESS

OTHERWISE NOTED.

2.  ALL PROPOSED ON-SITE STRIPING SHALL BE PAINTED WHITE
UNLESS OTHERWISE NOTED.

3.  BUILDING DIMENSIONS ARE TO OUTSIDE FACE OF BUILDING
UNLESS OTHERWISE NOTED.

4" THICK CONCRETE MDOT GRADE P1 (MIN. 4,000 PSI)
4" 21AA COMPACTED LIMESTONE AGGREGATE
(OR APPROVED EQUAL)
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8,451 sf (PRIVATE)
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GRAPHIC SCALE

NOTES:
1.  ALL PAVEMENT SPOT GRADE ELEVATIONS AND RIM ELEVATIONS

WITHIN OR ALONG CURB AND GUTTER REFER TO EDGE OF
PAVEMENT ELEVATIONS UNLESS OTHERWISE NOTED.

2.  ALL ELEVATIONS SHOWN DEPICT FINISHED GRADE UNLESS
OTHERWISE NOTED.  SUBTRACT TOPSOIL THICKNESS OR
PAVEMENT SECTION TO ESTABLISH SUBGRADE ELEVATIONS.

3.  PROVIDE 1.50% CROSS SLOPE AND 4.00% MAXIMUM
LONGITUDINAL SLOPE ON ALL SIDEWALKS AND PEDESTRIAN
PATHS UNLESS OTHERWISE INDICATED.
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INLET FILTER
BASKET (TYP.)

COIR LOGS (TYP.)

DISTURBED LANDSCAPE
SHALL BE STABILIZED
WITH SOD. ANY TREES
REQUIRED TO BE REMOVED
AND/OR DAMAGED
SHALL BE REPLACED IN
KIND WITH NEW 2.5"
CALIPER TREE

DISTURBED LANDSCAPE
SHALL BE STABILIZED
WITH SOD. ANY TREES
REQUIRED TO BE REMOVED
AND/OR DAMAGED
SHALL BE REPLACED IN
KIND WITH NEW 2.5"
CALIPER TREE

LANDSCAPE BED WITH SCREENING TYPE PLANTS

ALL EXISTING TREES WITHIN
PARKING LOT TO REMAIN

PROPOSED 2.5" CALIPER
DECIDUOUS TREE

PROPOSED SHRUBS IN 4'
LANDSCAPE BED WITH
STONE MULCH (TYP.)

3 GROUPS OF 2
SHRUBS IN THIS AREA
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05.2 - FALL - Selling SF
vv Actual SF Recommended % of Space % of space % variance % of sale HOS 2LP SPRING 1593 Brandywine, DE 432 Novi, MI

COLOR PLAN - FIRST FLOOR SPRING
FOOTWEAR
FOOTWEAR 6875 SF 12.5% 9.1% -3.4% 24.4 7690 SF 6541 SF 4622 SF
HOUSE OF CLEATS 836 SF 2.8% 1.1% -1.7% 3.7 1160 SF 1160 SF 0 SF
OUTDOOR FOOTWEAR 780 SF 0.8% 1.0% 0.2% 0 0 SF 0 SF 0 SF

8490 SF 16.1% 11.2% -4.9% 28.1 8850 SF 7701 SF 4622 SF
FOOTWEAR
SOCKS DESTINATION 637 SF 1.2% 0.8% -0.4% 2.4 543 SF 567 SF 473 SF

637 SF 1.2% 0.8% -0.4% 2.4 543 SF 567 SF 473 SF
MEN'S ATHLETIC APPAREL
MEN'S ATHLETIC APPAREL 6299 SF 11.6% 8.3% -3.3% 10.3 8404 SF 7874 SF 6427 SF

6299 SF 11.6% 8.3% -3.3% 10.3 8404 SF 7874 SF 6427 SF
WOMEN'S ATHLETIC APPAREL
WOMEN'S ATHLETIC APPAREL 6209 SF 10.8% 8.2% -2.6% 7.7 7946 SF 7821 SF 4108 SF

6209 SF 10.8% 8.2% -2.6% 7.7 7946 SF 7821 SF 4108 SF
YOUNG ATHLETE
YOUNG ATHLETE 3224 SF 4.2% 4.3% 0.1% 2.5 2869 SF 3134 SF 1320 SF

3224 SF 4.2% 4.3% 0.1% 2.5 2869 SF 3134 SF 1320 SF
MEN'S OUTDOOR APPAREL
MEN'S SWIM 1 SF 0.3% 0.0% -0.3% 0.6 881 SF 1 SF 1168 SF
MEN'S OUTDOOR APPAREL 2628 SF 4.4% 3.5% -0.9% 1.9 1543 SF 2642 SF 2631 SF

2629 SF 4.7% 3.5% -1.2% 2.5 2424 SF 2643 SF 3799 SF
WOMEN'S OUTDOOR  APPAREL
WOMEN'S SWIM 1 SF 0.4% 0.0% -0.4% 0.2 0 SF 1 SF 0 SF
WOMEN'S OUTDOOR APPAREL 2057 SF 3.0% 2.7% -0.3% 1 1413 SF 2210 SF 1926 SF

2058 SF 3.4% 2.7% -0.7% 1.2 1413 SF 2211 SF 1926 SF
LICENSED
LICENSED 2904 SF 4.6% 3.8% -0.8% 5.2 2572 SF 3181 SF 3288 SF

2904 SF 4.6% 3.8% -0.8% 5.2 2572 SF 3181 SF 3288 SF
TEAM SPORTS
TEAM SPORTS 1 SF 17.4% 0.0% -17.4% 9.8 0 SF 1 SF 3708 SF
BASEBALL 2339 SF 0.0% 3.1% 3.1% 0 1293 SF 818 SF 0 SF
BASEBALL APPAREL 1023 SF 0.0% 1.4% 1.4% 0 2049 SF 1167 SF 0 SF
SOFTBALL 1377 SF 0.0% 1.8% 1.8% 0 2651 SF 2053 SF 0 SF
SOCCER 1709 SF 0.0% 2.3% 2.3% 0 2163 SF 1750 SF 0 SF
FOOTBALL 923 SF 0.0% 1.2% 1.2% 0 1231 SF 1378 SF 0 SF
HOCKEY 100 SF 0.0% 0.1% 0.1% 0 711 SF 651 SF 0 SF
BASKETBALL 849 SF 0.0% 1.1% 1.1% 0 643 SF 427 SF 0 SF
LACROSSE 1139 SF 0.0% 1.5% 1.5% 0 1001 SF 695 SF 0 SF
SPORTS MED 100 SF 0.0% 0.1% 0.1% 0 141 SF 89 SF 0 SF
VOLLEYBALL 141 SF 0.0% 0.2% 0.2% 0 320 SF 223 SF 0 SF
G.O.A.T. 1 SF 0.0% 0.0% 0.0% 0 446 SF 730 SF 0 SF
RACQUET SPORTS 651 SF 0.9% 0.9% 0.0% 0 1224 SF 751 SF 377 SF

10352 SF 18.3% 13.7% -4.6% 9.8 13873 SF 10733 SF 4085 SF
FITNESS
FITNESS 868 SF 2.0% 1.1% -0.9% 2.4 1498 SF 1726 SF 2889 SF

868 SF 2.0% 1.1% -0.9% 2.4 1498 SF 1726 SF 2889 SF
GOLF
GOLF EQUIPMENT 4642 SF 6.6% 6.1% -0.5% 7.4 5852 SF 4766 SF 3196 SF
MEN'S GOLF APPAREL 2669 SF 4.6% 3.5% -1.1% 2.7 2708 SF 1259 SF 1852 SF
WOMEN'S GOLF APPAREL 1265 SF 0.0% 1.7% 1.7% 0.7 1382 SF 512 SF 657 SF
GOLF FOOTWEAR 1170 SF 0.0% 1.5% 1.5% 0.9 1293 SF 1015 SF 560 SF

9745 SF 11.2% 12.9% 1.7% 11.7 11235 SF 7552 SF 6265 SF
OUTDOOR EQUIPMENT
OUTDOOR EQUIPMENT 1 SF 5.8% 0.0% -5.8% 9.1 0 SF 1 SF 2802 SF
BIKES 1066 SF 0.0% 1.4% 1.4% 0 1371 SF 1496 SF 1903 SF
PADDLE SPORTS 1 SF 0.0% 0.0% 0.0% 0 982 SF 349 SF 1970 SF
CAMPING 718 SF 0.0% 0.9% 0.9% 0 1336 SF 958 SF 0 SF
SPORT GAMES 273 SF 0.0% 0.4% 0.4% 0 395 SF 155 SF 828 SF
GOING TO THE GAME 537 SF 0.0% 0.7% 0.7% 0 980 SF 735 SF 0 SF
HYDRATION 1906 SF 4.2% 2.5% -1.7% 0 2355 SF 1637 SF 2281 SF
WATER SPORTS 1 SF 0.0% 0.0% 0.0% 0 315 SF 1 SF 1229 SF
COMP SWIM 100 SF 0.2% 0.1% -0.1% 0 130 SF 97 SF 296 SF
TACKLE 1198 SF 1.0% 1.6% 0.6% 2.1 1172 SF 1365 SF 2616 SF

5802 SF 11.2% 7.7% -3.5% 11.2 9036 SF 6794 SF 13925 SF
OUTDOOR APPAREL
CWA 671 SF 0.7% 0.9% 0.2% 0 809 SF 1 SF 0 SF

671 SF 0.7% 0.9% 0.2% 0 809 SF 1 SF 0 SF
COLOR PLAN - FIRST FLOOR SPRING: 42 59889 SF 100.0% 79.2% -20.8% 95 71472 SF 61938 SF 53127 SF

05.3 - FALL - Non-Selling SF
Micro Department Sort Actual SF - - - - HOS 2LP SPRING 1593 Brandywine, DE 432 Novi, MI

EXPERIENCES
CLIMBING WALL 2610 SF 1863 SF 2448 SF 0 SF
EQUIPMENT SERVICES 1144 SF 740 SF 797 SF 0 SF
COLLAB 712 SF 701 SF 702 SF 0 SF
SEASONAL FASHION SHOW 1046 SF 846 SF 691 SF 0 SF
HEALTH & WELLNESS 1 SF 1 SF 1 SF 0 SF
MULTI-SPORT CAGE 419 SF 426 SF 428 SF 0 SF
GOLF HITTING ROOM 894 SF 1168 SF 1095 SF 0 SF
GOLF SERVICES 242 SF 253 SF 275 SF 0 SF

7068 SF 5998 SF 6437 SF 0 SF
FRONT OF HOUSE
CHECKOUT 3138 SF 3301 SF 3349 SF 1570 SF
VESTIBULE 327 SF 422 SF 370 SF 0 SF
PROMOTIONAL 4902 SF 3828 SF 4419 SF 1593 SF
FITTING ROOM 923 SF 1397 SF 1602 SF 360 SF

9290 SF 8948 SF 9740 SF 3523 SF
STOCK
MAIN STOCK 7186 SF 9372 SF 7632 SF 9647 SF
FOOTWEAR STOCK 3794 SF 3374 SF 3077 SF 0 SF
GOLF STOCK 1006 SF 738 SF 248 SF 196 SF
CLEAT STOCK 1031 SF 1400 SF 1345 SF 0 SF

13017 SF 14884 SF 12302 SF 9843 SF
BACK OF HOUSE
RESTROOM 642 SF 874 SF 733 SF 1260 SF
OFFICES 2552 SF 2378 SF 1855 SF 79 SF
RECEIVING 1609 SF 2023 SF 1518 SF 0 SF
UNOCCUPIED 2692 SF 8971 SF 4276 SF 5192 SF

7496 SF 14246 SF 8382 SF 6531 SF
FIELD
FIELD VESTIBULE 267 SF 264 SF 0 SF 0 SF
FIELD RESTROOM 736 SF 686 SF 0 SF 0 SF
FIELD STORAGE 235 SF 374 SF 0 SF 0 SF

1238 SF 1324 SF 0 SF 0 SF
38108 SF 45400 SF 36861 SF 19897 SF

Actual SF - - - - HOS 2LP SPRING 1593 Brandywine, DE 432 Novi, MI
99652 SF 119054 SF 99825 79288 SF

 3/32" = 1'-0"F1.1
1 FIRST FLOOR FALL (OPEN)

09.0 -  stock totals

Department Actual SF Ross Park Minnetonka Knoxville Actual Percent to Total %
COLOR PLAN - FIRST FLOOR SPRING
STOCK
MAIN STOCK 7186 SF 11802 SF 7731 SF 7636 SF 55.2% 8.7
FOOTWEAR STOCK 3794 SF 7374 SF 3623 SF 2306 SF 29.1% 4.6
GOLF STOCK 1006 SF 0 SF 1492 SF 1376 SF 7.7% 1.2
CLEAT STOCK 1031 SF 0 SF 1312 SF 1199 SF 7.9% 1.2

13017 SF 19176 SF 14158 SF 12517 SF 100.0% 15.7
Grand total: 11 13017 SF 19176 SF 14158 SF 12517 SF 100.0% 15.7

 3/32" = 1'-0"F1.1
2 SECOND FLOOR - FLOOR OPENING
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ELECTRICAL LEGEND AND GENERAL NOTES 

DUPLEX WALL OUTLET 
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SYMBOLS LEGEND: 

GENERAL NOTES:

1. POWER TO BE PROVIDED ON ALL COLUMNS. TO BE MOUNTED AT 18" AFF ON 
NON DOMINANT SIDE. WHERE COLUMNS ARE STEEL, MOUNT WITHIN FLANGE. 
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PROJECT SUMMARY

Not to be reproduced in whole or part without the written consent of Musco
Sports Lighting, LLC. ©1981, 2022 Musco Sports Lighting, LLC.ENGINEERED DESIGN By: Nathan Chizek · File #219606B · 03-Aug-22

DSG Retail Sports Field
Pi sburgh,PA

Ligh ng System
  Pole / Fixture Summary

Pole ID Pole Height Mtg Height Fixture Qty Luminaire Type Load Circuit
P1-P4 40' 40' 1 CREE OSQ 0.10 kW B

40' 2 TLC-LED-400 0.80 kW A
4 12 3.62 kW

  Circuit Summary
Circuit Description Load Fixture Qty

A Field Lighting 3.2 kW 8

B Egress Lighting 0.42 kW 4

  Fixture Type Summary
Type Source Wattage Lumens L90 L80 L70 Quantity

CREE OSQ LED 5700K - 70 CRI 104W 14,973 -- -- -- 4

TLC-LED-400 LED 5700K - 75 CRI 400W 46,500 >120,000 >120,000 >120,000 8

Light Level Summary
  Calculation Grid Summary

IlluminationGrid Name Calculation Metric Ave Min Max Max/Min Ave/Min Circuits Fixture Qty

Egress Lighting Horizontal Illuminance 1.71 1 2.70 2.68 1.71 B 4
Exterior Sports Area Horizontal Illuminance 22.5 15 29.2 2.00 1.50 A 8

Spill (Cd) Max Candela (by Fixture) 756 232 1905 8.21 3.26 A,B 12
Spill Horizontal 0 0 0 12.60 A,B 12

Spill Max Vertical Illuminance Metric 0.01 0 0.03 8.65 A,B 12
Track Horizontal 18.9 11.8 25.2 2.13 1.60 A 8
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SCALE IN FEET 1 : 30

0' 30' 60'

EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires

QTY LOCATION SIZE GRADE
ELEVATION

MOUNTING
HEIGHT

LUMINAIRE
TYPE

QTY /
POLE

THIS
GRID

OTHER
GRIDS

4 P1-P4 40' - 40'
40'

TLC-LED-400
CREE OSQ

2
1

2
0

0
1

4 TOTALS 12 8 4

Pole loca on(s) dimensions are rela ve
to 0,0 reference point(s)

DSG Retail Sports Field
Pi sburgh,PA

GRID SUMMARY
Name: Exterior Sports Area

Size: 124' x 84'
Spacing: 10.0' x 10.0'

Height: 3.0' above grade

ILLUMINATION SUMMARY
MAINTAINED HORIZONTAL FOOTCANDLES

En re Grid
Guaranteed Average: 20

Scan Average: 22.46
Maximum: 29.2
Minimum: 15
Avg / Min: 1.54

Guaranteed Max / Min: 3
Max / Min: 2.00

UG (adjacent pts): 1.38
CU: 0.59

No. of Points: 96
LUMINAIRE INFORMATION

Applied Circuits: A
No. of Luminaires: 8

Total Load: 3.2 kW

Guaranteed Performance: The ILLUMINATION described above
is guaranteed per your Musco Warranty document and
includes a 0.95 dirt deprecia on factor.

Field Measurements: Individual eld measurements may vary
from computer-calculated predic ons and should be taken
in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
Installa on Requirements: Results assume ± 3%
nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design loca ons.
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SCALE IN FEET 1 : 30

0' 30' 60'

EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires

QTY LOCATION SIZE GRADE
ELEVATION

MOUNTING
HEIGHT

LUMINAIRE
TYPE

QTY /
POLE

THIS
GRID

OTHER
GRIDS

4 P1-P4 40' 0' 40'
40'

TLC-LED-400
CREE OSQ

2
1

0
1

2
0

4 TOTALS 12 4 8

Pole loca on(s) dimensions are rela ve
to 0,0 reference point(s)

DSG Retail Sports Field
Pi sburgh,PA

GRID SUMMARY
Name: Egress Ligh ng

Size: 140' x 100'
Spacing: 10.0' x 10.0'

Height: 3.0' above grade

ILLUMINATION SUMMARY
MAINTAINED HORIZONTAL FOOTCANDLES

En re Grid
Scan Average: 1.71

Maximum: 2.7
Minimum: 1
Avg / Min: 1.68

Max / Min: 2.68
UG (adjacent pts): 1.46

CU: 0.37
No. of Points: 140

LUMINAIRE INFORMATION
Applied Circuits: B

No. of Luminaires: 4
Total Load: 0.42 kW

Guaranteed Performance: The ILLUMINATION described
above is guaranteed per your Musco
Warranty document and includes a 0.95
dirt deprecia on factor.
Field Measurements: Individual eld measurements may vary from
computer-calculated predic ons and should be taken
in accordance with IESNA RP-6-15.
Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
Installa on Requirements: Results assume ± 3%
nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design loca ons.
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SCALE IN FEET 1 : 30

0' 30' 60'

EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires

QTY LOCATION SIZE GRADE
ELEVATION

MOUNTING
HEIGHT

LUMINAIRE
TYPE

QTY /
POLE

THIS
GRID

OTHER
GRIDS

4 P1-P4 40' - 40'
40'

TLC-LED-400
CREE OSQ

2
1

2
0

0
1

4 TOTALS 12 8 4

Pole loca on(s) dimensions are rela ve
to 0,0 reference point(s)

DSG Retail Sports Field
Pi sburgh,PA

GRID SUMMARY
Name: Track

Spacing: 10.0'
Height: 3.0' above grade

ILLUMINATION SUMMARY
HORIZONTAL FOOTCANDLES

En re Grid
Scan Average: 18.9297

Maximum: 25.155
Minimum: 11.83

No. of Points: 41
LUMINAIRE INFORMATION

Applied Circuits: A
No. of Luminaires: 8

Total Load: 3.2 kW

Guaranteed Performance: The ILLUMINATION described
above is guaranteed per your Musco Warranty
document.
Field Measurements: Individual eld measurements may vary
from computer-calculated predic ons and should be taken
in accordance with IESNA RP-6-15.
Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
Installa on Requirements: Results assume ± 3%
nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design loca ons.
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SCALE IN FEET 1 : 30

0' 30' 60'

Pole loca on(s) dimensions are rela ve
to 0,0 reference point(s)

DSG Retail Sports Field
Pi sburgh,PA

EQUIPMENT LAYOUT
INCLUDES:
· Egress Ligh ng
· Exterior Sports Area

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installa on Requirements: Results assume ± 3%
nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design loca ons.

EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires

QTY LOCATION CLASS GRADE
ELEVATION

MOUNTING
HEIGHT

LUMINAIRE
TYPE

QTY /
POLE

4 P1-P4 LSS40A - 40'
40'

TLC-LED-400
CREE OSQ

2
1

4 TOTALS 12

SINGLE LUMINAIRE AMPERAGE DRAW CHART
Ballast Speci ca ons

(.90 min power factor)
Line Amperage Per Luminaire

(max draw)

Single Phase Voltage 208
(60)

220
(60)

240
(60)

277
(60)

347
(60)

380
(60)

480
(60)

Cree OSQ - - - - 0.3 - 0.2
TLC-LED-400 2.3 2.2 2.0 1.7 1.4 1.3 1.0
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SCALE IN FEET 1 : 80

0' 80' 160'

EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires

QTY LOCATION SIZE GRADE
ELEVATION

MOUNTING
HEIGHT

LUMINAIRE
TYPE

QTY /
POLE

THIS
GRID

OTHER
GRIDS

4 P1-P4 40' - 40'
40'

TLC-LED-400
CREE OSQ

2
1

2
1

0
0

4 TOTALS 12 12 0

Pole loca on(s) dimensions are rela ve
to 0,0 reference point(s)

DSG Retail Sports Field
Pi sburgh,PA

GRID SUMMARY
Name: Spill

Spacing: 30.0'
Height: -12.0' above grade

ILLUMINATION SUMMARY
HORIZONTAL FOOTCANDLES

En re Grid
Scan Average: 0.0012

Maximum: 0.004
Minimum: 0.00

No. of Points: 43
LUMINAIRE INFORMATION

Applied Circuits: A, B
No. of Luminaires: 12

Total Load: 3.62 kW

Guaranteed Performance: The ILLUMINATION described
above is guaranteed per your Musco Warranty
document.
Field Measurements: Individual eld measurements may vary
from computer-calculated predic ons and should be taken
in accordance with IESNA RP-6-15.
Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
Installa on Requirements: Results assume ± 3%
nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design loca ons.
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4

5

Precast Concrete Base

Galvanized Steel Pole

Electrical Components 
Enclosure

Poletop  
Luminaire 
Assembly

Wire Harness

5 Easy Pieces™

Complete System from
Foundation to Poletop

Factory wired, aimed, and tested

Fast, trouble-free installation

Comprehensive corrosion package

Integrated lightning ground

TLC for LED®
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DRAFT 01_11-04-2016_JVS

TLC for LED® – Precast Concrete Base

Overview
The precast concrete base is set directly into the ground and 
backfilled with concrete. The base includes an integrated 
lightning ground system.

Features
Base

 • Set pole on base in 24 hours

 • Tapered upper section for slip-fit steel pole

 • Access holes for wire entry

 • Epoxy-coated ends prevent water intrusion

 • Lifting hole accepts load-rated steel rod provided  
by Musco

Integrated Lightning Ground System

 • Complies with NFPA 780, UL 96A, and EN 62305 standards 
when installed per Musco installation instructions

 • UL Listed, Class II Lightning Protection,  
file number E337467

 • Tested up to 100 kA by independent laboratory

 • Steel pole interfaces with integrated grounding system by 
means of the pole grounding connector

 • 2/0 AWG (crossectional area of 67.4 mm2) grounding 
electrode conductor 

 • Concrete-encased grounding electrode, 20 feet (6.1 m) 
total length, 1/2 inch (12.7 mm) diameter 

Technical Specifications 

Base dimensions vary. For measurements refer to project-specific 
Foundation and Pole Assembly drawing. 

Construction

 • Spun concrete construction

 • Prestressed steel vertical strands and coil spiral for 
strength throughout base

 • Minimum design strength is 9500 lb/in² (65.5 MPa) at 28 days

 • Meets ASTM C1804 design requirements

Quality Assurance Tests

 • 28-day compressive strength

 • Bending moment capacity

 • Grounding system continuity

5 Easy Pieces™

54321
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TLC for LED® – Precast Concrete Base

Handhole

Conduit 
adapter plate

Wire access hole

Tapered upper
section for

slip-fit steel pole

Lifting hole

Compacted
dirt fill

top 2 ft (0.6 m)*

Concrete backfill*

Grounding
electrode

conductor

Integrated 
grounding electrode

Wireway
Pole grounding 
connector

Steel 
reinforcement

*Standard pier foundation shown. Foundation and/or backfill may vary per alternate 
foundation design.

Pole ID

5 Easy Pieces™

54321
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TLC for LED® – Galvanized Steel Pole

Overview
The galvanized steel pole is designed to slip-fit together with 
the precast concrete base and the poletop luminaire assembly.

Features
 • Slip-fit connection allows pole assembly with come-alongs

 • Built-in hardware for attaching electrical components 
enclosure

 • Wire access from inside the pole (no exposed wiring or 
conduit)

 • Shipped in sections for easier handling

 • Labeled with pole identification for location on field

Technical Specifications 

Pole dimensions vary. For measurements refer to project 
specific pole configuration drawing. 

Construction

 • Pole designs comply with all major building codes

 • High strength, low alloy, tapered, round steel pole

 • Hot-dip galvanizing inside and outside after fabrication 
meets ASTM-A123 and EN 1461 standards

 • Conforms to AASHTO stress standards and BS EN 40-3-1

 • Grounding lug—rated for aluminum (AL) or  
copper (CU) wiring

 • Pole shipped in sections 

 • Stainless steel fasteners passivated and coated

 • Material certifications are available

Quality Assurance Tests

 • Bending stress

 • Minimum galvanizing thickness

 • Straightness measurement

5 Easy Pieces™

5431 2
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2

TLC for LED® – Galvanized Steel Pole

Electrical
components enclosure

attachment bracket

Electrical components
enclosure hub with stainless

steel screw threads

Slip-fit attachment to
precast concrete base

Weld mark to identify
field side orientation

Weld mark to identify
field side orientation

Jacking ear

Wire harness strain relief
provided on poles 80 ft (24.5 m)

and taller per NEC

Wire access handhole

Grounding lug
(inside handhole)

5 Easy Pieces™

5431 2
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TLC for LED® – Electrical Components Enclosure
5 Easy Pieces™

5421 3

Overview
The electrical components enclosure contains all necessary 
equipment to operate luminaires. Built-in mounting hardware 
allows for easy attachment to the galvanized steel pole. Quick 
connect plugs fasten to the wire harness.

Features
 • Factory-built and tested as a unit 

 • Quick connect plug for easy field wiring

 • Mounted 10 ft (3 m) above grade for servicing with ladder

 • Labeled with pole identification and electrical information

 • Drivers individually fused and spare fuses supplied

 • Wire access from inside the pole (no exposed wiring  
or conduit)

 • Disconnect per circuit

Technical Specifications 

For amperage draws and circuitry refer to project  
specific document.

Construction

 • 0.08 inch (2 mm) thick, powder-coated aluminum

 • Enclosure ratings: NEMA 3R, IP54

 • Designed to operate in up to 50˚ C (122˚ F) ambient 
temperature

 • Full length stainless steel hinge

 • All stainless steel fasteners passivated and coated

 • Meets touchsafe standards

 • Up to four drivers per enclosure

 • Approximate weight 65 lb (29 kg)

 • Lower enclosure size 14.25 in (362 mm) wide  
x 8 in (203 mm) deep x 52.5 in (1334 mm) high

 • Upper enclosure size 14.25 in (362 mm) wide  
x 8 in (203 mm) deep x 40.5 in (1029 mm) high

Quality Assurance Tests

 • Grounding continuity 

 • High potential dielectric withstand

 • Full functionality test

F1
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TLC for LED® – Electrical Components Enclosure

5421 3

Ground bar (AL,CU)*

Disconnect (CU only)*

* Aluminum (AL)
   Copper (CU) 

Controller

Wiring
schematics

Surge protection

Pole alignment
beam switch

Spare fuses

Terminal blocks

Powerline communication
(or wireless communication) module
(if present)

Driver

Fuses

5 Easy Pieces™
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TLC for LED® – Wire Harness
5 Easy Pieces™

51 32 4

1

Overview
The factory-built wire harness connects the  
electrical components enclosure to the poletop 
luminaire assembly.

Features
 • Quick connect plugs for easy field wiring

 • Factory-assembled support grip alleviates  
strain on connections

 • Spiral wound cable eliminates slippage

 • Protective sleeve prevents wire damage

 • All internal wiring, no exposed wires

 • Labels identify pole and luminaires

Technical Specifications 

Construction

 • Spiral wound, wrapped cable, 14 AWG  
(cross-sectional area of 2.08 mm2) copper wire

 • Integral cable support grip

 • Two wires per driver

 • Each harness supports up to four drivers

 • Multiple top connectors may be present if 
required for number of luminaires

Quality Assurance Tests

 • Connector/load resistance

 • High potential dielectric withstand

 • Grounding continuity

 • Termination crimp
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TLC for LED® – Wire Harness
5 Easy Pieces™

51 32 4

2

Top quick connector

Wire tie

Top cable support grip

Spiral wound cable consisting
of 14 AWG (cross-sectional

area of 2.08 mm2) copper wire

Mid-point cable support grip
for poles 80 ft (24.5 m) and taller

Flexible protective sleeve

Bottom quick connector

Wire harness bottom
quick connector

Cable support grip
and snap hook

Cable support grip
and snap hook 
(if required)

Wire harness top
quick connector

Enclosure harness
quick connector

Bar harness
quick connector
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TLC for LED® – Poletop Luminaire Assembly, Weld On

Overview
The factory-aimed poletop luminaire assembly is the upper 
section of the pole and slip-fits together with the galvanized 
steel pole.

Features
 • Each luminaire is factory-built, tested, and ships as a unit

 • Luminaires are factory-aimed to two-tenths degree  
of accuracy

 • Luminaire mounts and connects in a single step

 • Slip-fit connection allows assembly with come-alongs

 • All luminaires are factory-wired to a quick connect  
harness for easy installation

 • Labels identify pole and luminaire location

 • No exposed wiring or conduit

 • Factory-set pole alignment beam allows easy  
field alignment

Technical Specifications 

Construction

 • Crossarms and pole shaft hot-dip galvanizing inside  
and outside after fabrication meets ASTM-A123 and  
EN 1461 standards

 • All aluminum components are powder-coated or 
anodized to mil-A-8625F and BS 5599

 • Luminaire and knuckle are powder-coated die-cast 
aluminum

 • All stainless steel fasteners are passivated and coated

 • Crossarms are constructed of rectangular steel tubing

 • Polecap is attached with stainless steel lanyard and 
securing bolt

Quality Assurance Tests

 • Galvanizing thickness

 • High potential dielectric withstand

 • Electrical continuity

5 Easy Pieces™

41 32 5
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TLC for LED® – Poletop Luminaire Assembly, Weld On
5 Easy Pieces™

41 32 5

Polecap

Lanyard

Bar harness quick connector

Wire harness quick connector

Crossarm

Die-cast aluminum
luminaire mounting plate

Die-cast aluminum knuckle

Aluminum housing

Diode light source – LED

Aluminum spill light and
glare light control visor

Jacking ears

Pole shaft

Crossarm
wiring

Pole alignment beam

Set screw



Luminaire and Driver – TLC-LED-600

 

All components from foundation to poletop are designed to work 
together in Light-Structure System™ to ensure reliable, trouble-free 
operation.

Luminaire Data
Weight (luminaire) 40 lb (18 kg)

UL listing number E338094

UL listed for USA/Canada UL1598 CSA-C22.2 No.250.0

CE Declaration LVD, EMC, RoHS

Ingress protection (luminaire) IP65

Impact rating IK07

Material and finish Aluminum, powder-coat 
painted

Wind speed rating (aiming only) 150 mi/h (67 m/s)

UL, IEC ambient temperature rating 
(luminaire)

50°C (122°F)

Photometric Characteristics

Projected lumen maintenance per IES TM-21-11

L90 (20k) >120,000 h

L80 (20k) >120,000 h

L70 (20k) >120,000 h

Lumens1 65,600

CIE correlated color temperature 5700 K

Color rendering index (CRI) 75 typ, 70 min

LED binning tolerance 7-step MacAdam Ellipse

Footnotes:

1) Incorporates appropriate dirt depreciation factor for life of luminaire.

U.S. and foreign patent(s) issued and pending  •  2018, 2021 Musco Sports Lighting, LLC  •  TLC-LED-600 5700K 75 CRI  •  M-2617-en04-5 
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Fuse

FuseL1

L2*

Surge †

protection

Disconnect
Driver

Controller
(if present)

* If L2 is neutral then not switched or fused.
 †  Not present if indoor installation.

Luminaire

Luminaire

Luminaire and Driver – TLC-LED-600
Typical WiringDriver Data

Electrical Data
Rated wattage1

Per driver 1160 W

Per luminaire 580 W

Number of luminaires per driver 2

Starting (inrush) current <40 A, 256 µs

Fuse rating 15 A

UL, IEC ambient temperature rating, 
electrical components enclosure

50°C (122°F)

Ingress protection, electrical 
components enclosure

IP54

Efficiency 95%

Dimming mode optional

Range, energy consumption 20 – 100%

Range, light output 25 – 100%

Flicker <2%

Total harmonic distortion (THD) at full 
output

<20%

200 Vac 208 Vac 220 Vac 230 Vac 240 Vac 277 Vac 347 Vac 380 Vac 400 Vac 415 Vac 480 Vac

50/60 Hz 60 Hz 50/60 Hz 50 Hz 50/60 Hz 60 Hz 60 Hz 50/60 Hz 50 Hz 50 Hz 60 Hz

Max operating current 
per luminaire2 3.54 A 3.40 A 3.22 A 3.08 A 2.95 A 2.56 A 2.04 A 1.86 A 1.77 A 1.71 A 1.48 A

20.00 in
(508 mm)

12.00 in
(305 mm)

21.50 in
(546 mm)

26.00 in
(660 mm)

Footnotes:

1) Rated wattage is the power consumption, including driver efficiency losses, at stabilized operation in 25°C ambient temperature environment.

2) Operating current includes allowance for 0.90 minimum power factor, operating temperature, and LED light source manufacturing tolerances.

Notes

1. Use thermal magnetic HID-rated or D-curve circuit breakers.

2. See Musco Control System Summary for circuit information.

U.S. and foreign patent(s) issued and pending  •  2018, 2021 Musco Sports Lighting, LLC  •  TLC-LED-600 5700K 75 CRI  •  M-2617-en04-5 
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Luminaire and Driver – TLC-LED-400

 

All components from foundation to poletop are designed to work 
together in Light-Structure System™ to ensure reliable, trouble-free 
operation.

Luminaire Data
Weight (luminaire) 40 lb (18 kg)

UL listing number E338094

UL listed for USA/Canada UL1598 CSA-C22.2 No.250.0

CE Declaration LVD, EMC, RoHS

Ingress protection (luminaire) IP65

Impact rating IK07

Material and finish Aluminum, powder-coat 
painted

Wind speed rating (aiming only) 150 mi/h (67 m/s)

UL, IEC ambient temperature rating 
(luminaire)

50°C (122°F)

Photometric Characteristics

Projected lumen maintenance per IES TM-21-11

L90 (20k) >120,000 h

L80 (20k) >120,000 h

L70 (20k) >120,000 h

Lumens1 46,500

CIE correlated color temperature 5700 K

Color rendering index (CRI) 75 typ, 70 min

LED binning tolerance 7-step MacAdam Ellipse

Footnotes:

1) Incorporates appropriate dirt depreciation factor for life of luminaire.

U.S. and foreign patent(s) issued and pending  •  2018, 2021 Musco Sports Lighting, LLC  •  TLC-LED-400 5700K 75 CRI  •  M-2605-en04-5 
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Fuse

FuseL1

L2*

Surge †

protection

Disconnect
Driver

Controller
(if present)

* If L2 is neutral then not switched or fused.
 †  Not present if indoor installation.

Luminaire

Luminaire

Luminaire and Driver – TLC-LED-400
Typical WiringDriver Data

Electrical Data
Rated wattage1

Per driver 800 W

Per luminaire 400 W

Number of luminaires per driver 2

Starting (inrush) current <40 A, 256 µs

Fuse rating 15 A

UL, IEC ambient temperature rating, 
electrical components enclosure

50°C (122°F)

Ingress protection, electrical 
components enclosure

IP54

Efficiency 95%

Dimming mode optional

Range, energy consumption 26 – 100%

Range, light output 30 – 100%

Flicker <2%

Total harmonic distortion (THD) at full 
output

<20%

200 Vac 208 Vac 220 Vac 230 Vac 240 Vac 277 Vac 347 Vac 380 Vac 400 Vac 415 Vac 480 Vac

50/60 Hz 60 Hz 50/60 Hz 50 Hz 50/60 Hz 60 Hz 60 Hz 50/60 Hz 50 Hz 50 Hz 60 Hz

Max operating current 
per luminaire2 2.40 A 2.31 A 2.18 A 2.09 A 2.00 A 1.73 A 1.39 A 1.27 A 1.20 A 1.16 A 1.00 A

20.00 in
(508 mm)

12.00 in
(305 mm)

21.50 in
(546 mm)

26.00 in
(660 mm)

Footnotes:

1) Rated wattage is the power consumption, including driver efficiency losses, at stabilized operation in 25°C ambient temperature environment.

2) Operating current includes allowance for 0.90 minimum power factor, operating temperature, and LED light source manufacturing tolerances.

Notes

1. Use thermal magnetic HID-rated or D-curve circuit breakers.

2. See Musco Control System Summary for circuit information.
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Datasheet: Light-Structure System™

www.musco.com  ·  lighting@musco.com

2



Light-Structure System™

CREE OSQ luminaire

Auxiliary mounting bracket

Luminaire Data
Manufacturer  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Cree, Inc .

Material and finish  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .Die-cast aluminum with 
silver powder-coat finish1

Mounting  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Direct mount arm to 
Musco auxiliary bracket

Pole attachment   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Auxiliary bracket mount 

Weight (luminaire)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 26 .5 lb (12 kg)

Regulatory and Voluntary Qualifications
UL  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . cULus Listed

Environment  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Suitable for wet locations

Ingress Protection  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . IP66

Emissions  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Meets FCC Part 15, Subpart B, 
Class A standards for conducted and radiated emmissions

RoHS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Compliant

Photometric Characteristics
Lumen maintenance factor2

25k hours3  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 0 .96

50k hours3  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 0 .92

75k hours3  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 0 .88

100k hours4  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 0 .84

CIE correlated color temperature  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .5700 K

Color Rendering Index (CRI), minimum   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 70

Lumens  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .17,000
Footnotes:

1)  Cree's exclusive Colorfast DeltaGuard® finish freatures an E-coat epoxy 
primer with an ultra-durable powder topcoat, providing excellent resistance 
to corrosion, ultraviolet degradation, and abrasion . 

2)  Lumen maintenance values at 25˚C ambient temperature are calculated per 
TM-21 based on LM-80 data and in-situ luminaire testing .

3)  Values are represented as projected values within six times limit of tested 
hours per IES TM-21-11 .

4)  Values are represented as calculated values due to exceeding six times limit 
of tested hours .
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Typical WiringElectrical Data
Rated wattage per luminaire1  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 130 W

Input voltage  .  .  .  .  .  .  .  .  .  .  .  .  .  .120 – 277 V or 347 – 480 V, 50/60 Hz

Driver configuration   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .Integral

Driver Efficiency   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .>90%

Starting (inrush) current  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73 A, 120 µs

Power factor  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . >0 .9

Total Harmonic Distortion  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .<20%

Operating temperature range  .  .  .  . -40˚C – +35˚C (-40˚F – +95˚F)

Dimming mode2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 0 – 10 V dimming to 10%

120 Vac 208 Vac 240 Vac 277 Vac 347 Vac 480 Vac
Max operating current3 1 .09 A 0 .65 A 0 .56 A 0 .49 A 0 .38 A 0 .28 A

Footnotes:

1)  Rated wattage is the power consumption, including driver efficiency losses, 
at stabilized operation in 25˚C ambient temperature environment .

2)  Dimming controls not provided by Musco . Driver provides 10V source 
current at 0 .15 mA, compliant with IEC 60929 Annex E dimming standard .

3) Operating current based on 25˚C .

Notes

1 . Use thermal magnetic HID-rated or D-curve circuit breakers .
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Type

R3
Client: Dicks Sporting Goods

Capitol Light is not responsible for inaccuracies in manufacturers published specifi cations

Fixture Manufacturer: DUAL-LITE

Cat#: PGP-HTR

Lamp Manufacturer: N/A

Cat#: N/A

Application
The PG is an indoor/outdoor, die-cast architectural emergency unit. 
It is a wet location listed, emergency luminaire with high-output LED 
technology that provides path of egress illumination for mounting over 
entrance/exit ways and perimeter walkways. Spectron® self-testing/self-
diagnostic electronics are included standard.  A battery heater for cold 
temperature operation is available as an option.

Construction
Housing and mounting plate are constructed of 0.125" die-cast 
aluminum and 0.125" closed-cell, medium density, neoprene gasket. 
The acrylic lens allows 92% light transmission. The reflector is electro-
polished aluminum with 95% reflectance. Housing finish is powder 
coated electro-deposition paint available in four colors: dark bronze, 
white, platinum silver and black.

Installation
Universal housing knockouts for mounting to standard 31/2" and 4" 
octagon and 4" square electrical boxes. A 1/2" – 1/4 NPT threaded 
conduit opening is provided at the top of the housing and sealed with a 
closure plug. The back plate mounts to the wall surface using installer 
supplied hardware. The housing “snaps” to the back plate by a “pin and 
socket” arrangement, and is secured with two Fillister head screws. AC 
Lockout feature prevents battery discharge prior to initial unit power-up 
saving installation time.

Lamps
Four high-output, long life LED lamps arranged in redundant pairs. 

Compliances
UL 924 Listed (emergency models only)
UL Wet Location Listed
NFPA 101 Life Safety Code
NFPA 70 National Electrical Code
OSHA
U.S. Patent No. D627,916.

Warranty
Three-years full for unit. electronics and battery.

PG 
Indoor/Outdoor Emergency Lighting Unit

Platinum Silver

Catalog Number

Comments Type

FEATURES

ORDERING GUIDE

Series

PG

 
 P Platinum Silver

Finish

  HTR  Battery Heater

Options

HTRP



Type

R3
Client: Dicks Sporting Goods

Capitol Light is not responsible for inaccuracies in manufacturers published specifi cations

Fixture Manufacturer: DUAL-LITE

Cat#: PGP-HTR

Lamp Manufacturer: N/A

Cat#: N/A

Power Consumption

Models Without Heater Models With Heater

120VAC 2.78 watts 120VAC 15.2 watts

277VAC 2.88 watts 277VAC 15.7 watts

Power factor, average: 0.8 (lagging)

Electronics
Upon failure of the normal utility power, a solid-state transfer switch 
automatically activates the emergency lamp. Upon resumption of the 
normal utility power, the battery is disconnected from the load and 
recharged through a solid-state charging unit. A low voltage battery 
disconnect feature protects the battery from severe damage during 
prolonged power failures.  Spectron® self-testing/self-
diagnostic circuitry provides automatic system testing on a monthly 
and semi-annual basis.  Manual testing is available at any time using 
the push-to-test button: push once for a 60-second system test; push 
twice for a 90-minute system test.

Number of Lamps: Four high output LEDs
Lamp Configuration: Two sets of 2 LEDs provide illumination.  In the 
unlikely event that any single LED should fail the remaining LEDs 
willcontinue to function.
Lamp Type: Solid state high output LEDs
Lamp Color: Cool White, 6350K
Total Lamp Output: 405 Lumens
Input: 120/277VAC, 60 Hz
Battery Charger: Temperature compensating, constant current
Transfer: Solid state
Functional Circuitry: AC lockout, transformer isolation, transient  
surge protection, low voltage battery disconnect, brownout  
detection, time delay retransfer
Battery Recharge Cycle: per UL time standards
Test Means: Integral test switch
Battery: Sealed, maintenance-free Nickel-Cadmium 
Operating Temperature Range for Models without Heater:  
0°C to 50°C (32°F to 122°F)
Operating Temperature Range for Models with Heater:  
-30°C to 50°C (-22°F to 122°F)
 

PG 
Indoor/Outdoor Emergency Lighting Unit

SINGLE UNIT COVERAGE MULTIPLE UNIT SPACING
Mounting Height:  9'
Outdoor Reflectance:  0/30/10
Indoor Reflectance:  80/50/20

Mounting Height:  9'
Illuminated Path Depth: 6'
Outdoor Reflectance:  30/10
Indoor Reflectance:  80/50/20

Indoor Outdoor

1 FC Average (W x D) 33' X 10' 27' X 10'

1 FC Minimum (W x D) 10' X 10' 9' X 10'

Indoor Outdoor

1 FC Average 44' 33'

1 FC Minimum 16' 15'

W

D

O
I

Path of Egress

1 FC Average

DIMENSIONS

SPECIFICATIONS

ILLUMINATION PATTERN

Dual-Lite • www.dual-lite.com
A Hubbell Lighting, Inc. brand with representatives’ offices in principal cities throughout North America.
Copyright© 0603387 F   05/11

3.1875"
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